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Potential Use of Pumice as a Filter Material in Wastewater 

Treatment Systems 

Abstract 

Together with potential impacts of global warming and climate change, water 
resources are depleted continuously. For an efficient use of water resources, waste 
waters should be treated and reused. Besides conventional wastewater treatment 
systems, natural treatment systems, especially constructed wetlands, are also widely 
used. Different type and size of granulated materials are used to remove pollutants 
from wastewaters. For this purpose, pumice is also widely used as a substrate or filter 
material in natural treatment systems.  In this study, technical characteristics and 
potential use of pumice as a substrate material were assessed and advantages and 
successful outcomes were pointed out.  
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Pumis, volkanizma 

-

(Anonim, 2019). 

Pumicite, Almanca'da iri tanelisine Bims, ince tanelisine 

 
Pumis, kendisine 

-tayn) 
maktad   renk ve k ile 

 
k 

  
  bir zarla . 

Bu nedenle  ve izolasyonu 
 (MTA, 2019). 

2   
nedenle  

ya sahiptir. 
Al2O3 

maktad  
2001). Volkanik faaliyetler sonucunda asidik ve bazik 

iki umis meydana gelmektedir. 
Bazaltik pumis
olabilmektedir (Tablo.1) -2 gr/cm3 

 bilen ve 
bile umis, beyaz, kirli 

Asidik mag
g  

-1 gr/cm3  (Tablo.2). 
potasyum ve sodyum 

dolay bir  (MTA, 
2019). 

 

 

 

 



                                                  ETHABD, Volume 2, Issue 3 (2019), pp. 19-23  

ve ark., 2016) 

 Asidik Pomza Bazik Pomza 

% SiO2  72,5 45,0 

% Al2O3  14,0 21,0 

% Fe2O3  2,5 7,0 

% CaO  0,9 11,0 

% MgO  0,6 7,0 

% Na2O+% K2O  9,0 8,0 

 3,0 1,0 

 

Tablo 2. 
 

  

Renk  

Asidik pumis: Beyaz/Kirli 
beyaz 

Bazik pumis: 
Kahverengi/Siyah 

(gr/cm3)  
0,5-1 (asidik pumis) 

1-2 (bazik pumis) 

3)  2,5 

Sertlik (Mohs)  5-6 

 45-70 

pH  7 

  

 2,9 

 Yok 

 Yok 

 
 

siyle ithal 

adaki 

2019). 
 

 

 Rezerv Miktarlar 3) 

Ankara  8 070 000 

 54 687 000 

Bitlis 1 310 000 000 

Isparta  30 983 250 

Kars  53 750 000 

Kayseri 596 750 000 

 449 074 000 

Van 160 575 000 

Toplam 3 113 639 250 

 

2.  
-  
-  
-  
-  
-  
- Hafif beton  
-  
-  
- 

 
-  
-  
- 

 
- - 

alanlarda. 
- 

 
- 

olarak, 
- 

motifli boya, astar macunu ve vernik 

 
- 
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- 

seramik ve absorbsiyonlu seramik 
tanelerinin imalinde, 

- 
 

- 
olarak, 

- 
a  edici malzeme olarak, 

-  
-  
- 

 
- 

 
- 

 

Sulardan Kirlilik Parametrelerinin 
 

u  kum 
larda as  

bulunan tortullar  organik maddelerin 
 olan 

maddelerin ve bakterilerin 
lerdir (James, 1988). Ancak 

filtre malzemesi olarak pumisin 
 filtre malzemelerine oranla  

de 
 ise; 

- Pumisin sebebiyle 

imi  
- Daha az enerji kullanarak 

 
- Y

2003). 
 

Filtre malzemeleriyle 
 

filtrasyon  Tortullarla 
n kimyasal 

tepkimeler 
. Bu nedenle adsorpsiyon, 

filtrasyon  temel mekanizma  
(Cheremisinoff, 2002; EPA, 1995)

su  filtre malzemesi 
kapasitesinin 

 lar 
.  sonucunda 

pumis  
na 

 
 Pumis 

 

  
(Farizoglu ve ark., 2003), kum ve 0,5-1 mm boyutlu 
pumis im 

-90 ile %98- .  
 Pumisin 

  
 (Sevindir, 2005)

pumisin, 90 gr pumis 
3 . 

sertlik veren Ca+2 ve Mg+2  
pumis  

  
 Pumis kullan arak 

sulardaki fosfor giderimi 
, fosfor adsorplama 

kapasitesinin  
kalsiyuma   

fosfor giderim  %98 
 .  

Pumis 

Malakootian 
eviyelerde ise giderim 

2012).  
 , 

demir ve mangan ile kapl  pumis kullanarak 
su

ve ark., 2012). 
 

pumisin 

2019). 
 A

sular  

Fe+2 %96-99, Fe+3 %80-86, Mn+2 %56-63, Mn+4 ise 
%63-

 (Sevindir ve Pakdil, 2005). 
 maddelerin giderimi: Pumisin 
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